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Be Butted Together.
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STAPLE DETAIL

1. On erosion control paper, check slots, in ditch channel shall be
spoced so thot one occurs within each 30’ on slopes of more thon 4%
and less than 6% On slopes of 6% or more, they shall be spoced so
that one occcurs within each 295"

2. Stoples are to ke placed alternately, in columns approximately 2’
aport and in rows opproximately 3’ apart. Approximately 175 staples
are required per 4'x 223 roll of material and 125 staples are

PIPL OUTLET TO FLAT AREA

6" to 12”

required per 4'x 150" roll of material

3. Erosion control material shall be placed loosely over ground surface.

Do not stretch.

4. Al terminal ends and tronsverse laps shall be stapled at

approximately 127 intervals.
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Geotextile

* See Sheets S1 and S2

SECTION A-A

NOTES:

1. The Ffilter fobkric sholl meet the requirements in material
specifications 592 GEOTEXTILE Toble | or 2, closs I, II or III.

2. The rock riproap shall shall meet the IDOT requirements for the
following gradation: RR ____F  , Quality _Aor B .

3. The riprap shall be placed according to % == T
S-LHESE-RBEK—RIRRAR IDOT Standard Specifications for Rood and
Bridge Construction. The rock may be equipment placed.
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